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CEMENT CONCRETE SIDEWALK
ADJACENT TO PLANTER STRIP

5' - 0
"15' - 0
"

5' - 0
"

5' - 0
"

5' - 0
"

C

C

C

E

6'-0" MIN

5' - 0
"

C

E

1/8" TO 1/4"

3/
8"

 M
IN

.

3/8" TO
1/2" R.

3/8" TO
1/2" R.

3/8"

CONTRACTION JOINTC

EXPANSION JOINTE

2%

 6' - 0" MIN.
SIDEWALK

1 1/2% MAX.

4"
4" 1 1/2% MAX.

VARIES 6' - 0" MIN.
SIDEWALK

2%

COLD JOINT

COLD JOINT

CURB AND GUTTER
SEE STANDARDS

CURB AND GUTTER
SEE STANDARDS

PREMOLDED
JOINT FILLER

4" CRUSHED SURFACING
TOP COURSE, COMPACTED
TO 95% DENSITY.

4" CRUSHED SURFACING
TOP COURSE, COMPACTED
TO 95% DENSITY.

4" WIDE, SMOOTH
TROWELED PERIMETER
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NOTES:

JOINT AND FINISH
DETAIL

1. SIDEWALKS THROUGH CONCRETE DRIVEWAYS SHALL BE 6" THICK.
2. SIDEWALKS SHALL BE CLASS 3000 CEMENT CONCRETE.
3. SEE STANDARD DRAWING 3102 FOR SPECIFIC SIDEWALK REQUIREMENTS

IN DOWNTOWN ZONE.
4. FORM AND SUBGRADE INSPECTION IS REQUIRED BEFORE PLACING

CONCRETE.
5. CONCRETE SIDEWALKS SHALL BE CURED FOR 72 HRS. MIN.
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